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Barco Event Master
Screen management system
V1.0

Control of following devices : Encore3, E2, EX, S3, IP4K
Control of presets, cues, layouts, sources, destinations & backgrounds

Demo program to control an Event Master device
Minimum 3-series.
CP3 and CP4

Encore3 : V10.1
E2, EX, S3, IP4K : min. V8.2

Setup of the system via the Event Master Toolset.
Define inputs, outputs, sources, destinations, presets & cues.

To use all layouts in the demo, destinations need to have min. 3 layers

Control via TCP-IP port 9999 and 10000

http://application.market.com

15 Volvo Drive * Rockleigh, NJ 07647 For more information please contact our Crestron Application Market team at

800.237.2041 / 201.767.3400
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and Certified Integrated Partners only. Specifications subject to change without notice.
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CONTROL:

Digital, Serial, Analog signal property definition.

Signal/Function Name D, SA
Connect o
IP-Address S
PowerOff D
LogCommunication D
GetOperators D
SelectOperator_<Nr> D
SelectNoOperator D
SuperOperatorPassword S
OperatorName S
GetFramelnfo D
GetSources D
ProgramMode D
PreviewMode D
TransitionAll D
TransitionRate A
Cut D
ActivateSourceDestPercentage D
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Press to start the http connection. At startup it’s possible that the IP connection is
active, but the http server is not available yet.

Set the IP address of the device.

Press to power off the device.

Set high to see the communication logging.

Pulse to retrieve list of operators. 4" operator is the super operator.
Press to select an operator.

Press to select no operator.

Sets the super operator password.

Sets the operator name, instead of selecting an operator. It will search in the
available operators.

Press to retrieve the device information.

Press to retrieve the list of sources.

Set high to use in program mode.

Set high to use in preview mode.

Press to make a transition to program/preview.

Set the transition rate, depending on the system native rate.
Press to make a cut to program/preview.

Press to activate a selected source on a selected layer of a selected destination
using the SourcePosXDestPerc, SourcePosYDestPerc, SourceWidthDestPerc and
SourceHeightDestPerc.
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ActivateSourceOnLeftside

ActivateSourceOnRightside

ActivateSourceFullScreen

RemoveSource

SourcePosXDestPerc

SourcePosYDestPerc

SourceWidthDestPerc

SourceHeightDestPerc

SelectSource_<Nr>

GetDestinations

GetContentForDestinations

SelectLayer_<Nr>

GetPresets

ActivatePreset

SelectPreset_<Nr>

GetCues

CuePlay

CuePause

CueStop
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Press to activate a selected source on a selected layer of a selected destination on
the left side of a screen destination. The source is shown maximized on the center
of the left side.

Press to activate a selected source on a selected layer of a selected destination on
the right side of a screen destination. The source is shown maximized on the center
of the right side.

Press to activate a selected source on a selected layer of a selected destination in
full screen.

Press to remove the source on a selected layer of a selected destination.
Sets the x position of the source as a percentage of the destination width.
Sets the y position of the source as a percentage of the destination height.
Sets the width of the source as a percentage of the destination width.
Sets the height of the source as a percentage of the destination height.
Press to select a source.

Press to retrieve the list of destinations.

Press to retrieve the current content on the destinations.

Press to select a layer.

Press to retrieve the list of presets.

Press to activate a selected preset on program/preview.

Press to select a preset.

Press to retrieve the list of cues.

Press to play a selected cue.

Press to pause a selected cue.

Press to stop a selected cue.
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SelectCue_<Nr> D Press to select a cue.

GetBackgrounds D  Press to retrieve the list of backgrounds.

ActivateBackground D Press to activate the selected background on a selected destination.
SelectBackground_<Nr> D  Press to select a background.

FEEDBACK:

Connected D Indicates the connection status.

Retrievinginfo_Busy D Indicates when info is being retrieved.

Operators_Are_Active D [P:;cl::;is when operators are in use. This can be controlled in the Event Master
NumOperators A Indicates the number of used operators.

OperatorName_<Nr> S Indicates the operator name.

FrameName S Indicates the frame name.

FrameType S Indicates the frame type.

Indicates the frame type.

TR A 0=E2, 1=S3, 2=EX, 3=IP4K, 5=E2-Gen2, 6=PDS4K, 8=Encore3.
FrameOSVersion S Indicates the frame OS version.

FramelPAddress S Indicates the frame IP address.

FrameMACAddress S Indicates the frame MAC address.

NumSources A Indicates the number of sources.

SelectedSource_<Nr> D Indicates the selected source.

SourceName_<Nr> S Indicates the source name.

©2013 Crestron Electronics, Inc. http://application.market.com
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NumDestinations

SelectedDestination_<Nr>

DestinationID_<Nr>

DestinationType_<Nr>

DestinationName_<Nr>

SelectedLayer <Nr>

NumPresets

SelectedPresetName

SelectedPreset_<Nr>

PresetName_<Nr>

PresetlD_<Nr>

NumCues

SelectedCue_<Nr>

CueName_<Nr>

CuelD_<Nr>

NumBackgrounds

SelectedBackground_<Nr>

BackgroundName_<Nr>
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A Indicates the number of destinations.

D Indicates the selected destination.

A Indicates the destination internal ID.

A Indicates the destination type. 1=Screen Destination, 2=AUX destination.
S Indicates the destination name.

D Indicates the selected layer.

A Indicates the number of presets.

S Indicates the name of the selected preset.

D Indicates the selected preset.

S Indicates the name of the preset.

A Indicates the preset internal ID.

A Indicates the number of cues.

D Indicates the selected cue.

S Indicates the name of the cue.

A Indicates the cue internal ID.

A Indicates the number of backgrounds. This is not used for Encore3 devices.
D Indicates the selected background.

S Indicates the background name.
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PARAMETERS:

ID

ID number, used for logging when multiple modules are used.

TESTING:

OPS USED FOR TESTING:

SIMPL WINDOWS USED FOR TESTING:

DEVICE DB USED FOR TESTING:

CRES DB USED FOR TESTING:

SYMBOL LIBRARY USED FOR TESTING:

SAMPLE PROGRAM:

REVISION HISTORY:

©2013 Crestron Electronics, Inc.

CP3 : CP3 1.8001.0295
CP4 : CP4 2.8006.00110

4.30

200.435

228.35

508

Barco Event Master Demo V1.0.smw

V1.0 Initial Release
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