
 

Partner: ELMO 
Model: EV-4400 
Device Type: Camera 

 GENERAL INFORMATION  
SIMPLWINDOWS NAME:  Elmo Ev-4400 

CATEGORY: Camera 

VERSION:  1.0 

SUMMARY:  Control all standard functions on an Elmo EV-4400 Document Camera 

GENERAL NOTES: This module will control all standard functions on an Elmo EV-4400 document camera. 

CRESTRON HARDWARE REQUIRED:  CNXCOM, ST-COM, C2-COM 

SETUP OF CRESTRON HARDWARE:  Baud Rate - 9600 

Parity - None 

Data Bits - 8 

Stop Bits - 1 

VENDOR FIRMWARE: None 

VENDOR SETUP:  In the on screen menu, go to options - remote. This needs to be PC. 

CABLE DIAGRAM: CNSP-532 
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CONTROL:  

Auto_Focus D Pulse to auto focus. This will cause the camera to auto focus once when this is 
pulsed. It does NOT turn auto focus on. 

Focus_+/-   D Press and hold to adjust the focus. 

Zoom_+/-    D Press and hold to adjust the zoom. 

Iris_+/-/Normal D Press and hold to adjust the iris. 

Positive_Image D Pulse to set the display image to positive. 

Negative_Image   D Pulse to set the display image to negative. 

Image_Enlargement_On\Off D Pulse to turn the image enlargement on or off. 

Lights_Off D Pulse to turn the image enlargement on or off. 

Lights_Base    D Pulse to turn the base light on. 

Lights_Upper   D Pulse to turn the upper lights on. 

Input_1(Main)   D Pulse to select the document camera input. 

Input_2(AV1)   D Pulse to select the AV1 external input. 

Input_3(AV2)   D Pulse to select the AV2 external input. 

Color_Output     D Pulse to set the output to color. 

Black_&_White_Output D Pulse to set the output to black & white. 

Local_Lockout_On/Off D Pulse to lockout/enable the local controls. 

Reset D Pulse to reset the camera settings. 

Pointer_On/Off D Pulse to turn the pointer on or off. 

Pointer_*   D Press and hold to move the pointer. 
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FEEDBACK:  

To_Device$ S Serial data signal to be routed to an RS232 com port. 

TESTING:  

OPS USED FOR TESTING: 
CNMSX -  5.14.02 

Pro2 -  3.030 

SIMPLWINDOWS USED FOR TESTING: 2.04.11 

SAMPLE PROGRAM: 
Elmo EV-4400 Demo PRO2 

Elmo EV-4400 Demo CNMSX 

REVISION HISTORY: None 
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