
 

Partner: Knox Video 
Model: HD-8, HD-16, RS16x16HB, 
Chameleon 
Device Type: Switcher 
 GENERAL INFORMATION  
SIMPLWINDOWS NAME:  Knox Video Switchers 

CATEGORY: Switcher 

VERSION:  1.0 

SUMMARY:  Sends routing commands to the switcher. 

GENERAL NOTES: This module will provide control for the Knox switchers listed above. This logic symbol 
does not provide feedback. 

CRESTRON HARDWARE REQUIRED:  CNXCOM, ST-COM, C2-COM 

SETUP OF CRESTRON HARDWARE:  Baud Rate - 9600 

Parity - None 

Data Bits - 8 

Stop Bits - 1 

VENDOR FIRMWARE: None 

VENDOR SETUP:  None 

CABLE DIAGRAM: CNSP-121 

 

 
 
 
 

 



 

 

Partner: Knox Video 
Model: HD-8, HD-16, RS16x16HB, 
Chameleon 
Device Type: Switcher  
 
 CONTROL:  

INPUT-ANALOG A The number of the source. 

OUTPUT-ANALOG   A The number of the destination. 

VIDEO&AUDIO D Hold high to route audio and video. 

VIDEO-ONLY    D Hold high to route video only. 

AUDIO-ONLY D Hold high to route audio only. 

SEND-STRING   D Pulse to send the command. 

FEEDBACK:  

out$ S Serial signal to be routed to an RS232 com port. 

TESTING:  

OPS USED FOR TESTING: 5.12.63-x 

SIMPLWINDOWS USED FOR TESTING: 2.03.18 

SAMPLE PROGRAM: 
Knox Video Demo PRO2 

Knox Video Demo CNMSX 

REVISION HISTORY: None 
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